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Typical Applications
• Retail stores
• Supermarkets
• Schools
• Gymnasiums
• Automobile dealerships

Features
• Specular Miro® 4 reflector and vertical lamp

for outstanding efficiencies
• Task or spread photometric distributions
• Impact resistant lens option for 

gymnasium applications
• Energy efficient, long life Holophane potted

ballast

Lamp Types 
• 70-400 watt metal halide, also available in

pulse start and energy saving pulse start

Approvals
• UL/CUL 1598 damp location listing
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Ordering Information

How to Construct a Catalog Number

Example:
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Product  Catalog

M2G
1

LUMINAIRE

M2G
M2F
M2S

Q
2

DOOR TYPE

I
Q
T

STEP 1:    LUMINAIRE MOUNTING

400MH
3

WATTAGE

70DMH
1DDMH
15DMH
175MH
175PM 
250MH
250PM
25LMH
25LPM
320PM
350PM
35LPM
35EPM
400PM
400MH
40LMH
40LPM
40EPM

12
4

VOLTAGE

12
20
24
27
34

73
5

OPTICS

73
82

S
6

DISTRIBUTION

S
T

F1
7

OPTIONS

F1
F2
EM
ER

Catalog number information

M2G1 Troffer, Grid Mount
M2F1 Troffer, Flange Mount
M2S1 Surface Mount

1  CUL listed damp location, 25ºC ambient

STEP 2:    DOOR TYPE STEP 4:    VOLTAGE

12 120V
20 208V
24 240V
27 277V
34 347V

Segmented specular reflectorHolophane potted ballast

Special Features:

I 1 Static, no reveal, flat steel door
with polycarbonate shield

Q Static, no reveal, regressed 
aluminum door 

T Static, no reveal, flat steel door 

1 Not available with 8227 lens

70DMH 70W MH 
10DMH 100W MH
15DMH 150W MH
175MH 175W MH
250MH 250W MH
400MH 400W MH
Pulse start
175PM 175W MH
250PM 250W MH
320PM 320W MH
350PM 350W MH
400PM 400W MH
Energy saving ballast
25LMH 250W MH
40LMH 400W MH
Pulse start, energy saving ballast
25LPM 250W MH
35LPM 350W MH
40LPM 400W MH
Pulse start, linear reactor ballast
35EPM1 350W MH
40EPM1 400W MH
1  Available in 277 volt only

Distributions

Spacing Criteria: 1.9

Spread

347mm
(13.672”)

602mm
(23.710”)

367mm
(14.468”)

711mm
(28”)

Type “T” Door
8227 Refractive 

Grid lens

Type “Q” Door
8227 Refractive 

Grid lens

Type “T” Door
Corning 73 glass lens 

Type “Q” Door
Corning 73 glass lens 

Type “I” Door
Corning 73 glass lens 

STEP 3:    SOURCE AND WATTAGE

STEP 6:    DISTRIBUTION

82

STEP 5:    OPTICS ...CONTINUED

S Spread Beam
T Task beam. Not available with 

surface mount.

F11 Single fuse assembly
F22 Double fuse assembly
EM3 Standby lighting fixture
ER Standby lighting fixture less relay
See page 58 for definitions

1 For 120, 240, 277 and 347V
2 For 208 and 240V
3 Uses a D.C. 250W max. bayonet base,

tungsten halogen lamp (included) to provide
standby lighting.  Includes internal relay to
switch quartz lamp when temporary power
failure extinguishes HID lamp. (Not available
with 35EPM or  40EPM)

STEP 7:    OPTIONS

M2G/M2F

M2S

STEP 5:    OPTICS

73 Corning 73 glass lens
82 8227 lens with tempered glass

73

Weight:
22 kg. (50 lbs.)

Weight:
32 kg. (70 lbs.)

Certain airborne contaminants can diminish the integrity of acrylic.  Please refer
to the Acrylic Environmental Compatibility Chart (HL-2445) for suitable uses.



Cable
C Safety cable (inside stem)

Cord

CD-3 3’ Cord only; for length longer than 6 ft handle through TSG.
CD-4 4’ Cord only; for length longer than 6 ft handle through TSG.
CD-5 5’ Cord only; for length longer than 6 ft handle through TSG.
CD-6 6’ Cord only; for length longer than 6 ft handle through TSG.
X Cord length beyond 3’ 

Cord and Plug
CDP-L5-15-X 120V 914mm (3’), three conductor cord and NEMA plug

(order “PF” also) X = no. of feet. 3’ std length
CDP-L6-15-X 208/240V 914mm (3’), three conductor cord and NEMA plug

(order “PF” also) X = no. of feet. 3’ std length
CDP-L7-15-X 277V 914mm (3’), three conductor cord and NEMA plug

(order “PF” also) X = no. of feet. 3’ std length
CDP-L24-20-X 347V 914mm (3’), three conductor cord and NEMA plug

(order “PF” also) X = no. of feet. 3’ std length
CDP-L8-20-X 480V 914mm (3’), three conductor cord and NEMA plug

(order “PF” also) X = no. of feet. 3’ std length
CDP-L5-15-X-PT 120V, three conductor cord and NEMA plug (order “PF” also)

X = 3’, 6’ or 10’ standard length
CDP-L6-15-X-PT 208/240V, three conductor cord and NEMA plug (order “PF”

also) X = 3’, 6’ or 10’ standard length
CDP-L7-15-X-PT 277V, three conductor cord and NEMA plug (order “PF” also)

X = 3’, 6’ or 10’ standard length
CDP-L24-20-X-PT 347V, three conductor cord and NEMA plug (order “PF” also)

X = 3’, 6’ or 10’ standard length

Controls

H HALT® Automatic lamp time-out. Available on a limited num-
ber of fixtures

Covers
AL Aluminum cover 
CU Copper cover 
ELB AL with extra low brightness (6692 optics only)

Fusing
F1 Single fuse assembly for 120, 240, 277, or 347 volt 
F2 Double fuse assembly for 208, 240, or 480 volt

Hooks

PF-396 Safety hook. Available with ILI only
PF-397 Loop. Available with ILI only
PF-398 Safety hook. Available with CII only
PF-399 Loop. Available with CII only
LP Loop, DN20NPT (.75”) male
HK Safety hook, DN20NPT (.75”) male
PF-116 loop, DN20NPT (.75”) female
PF-122 Safety hook, DN20NPT (.75”) female
PF-129 Anti-rotational hook, DN20NPT (.75”) male
PF-291 Universal gasketed hook assembly, 3/4” male
PHCB Power-hook cord, special configuration plug cap and “PF-

105” loop attached (use with “UPH-35-XXX-WH” or “UPH-
36-XXX-WH”); all fixtures except “MT”, “ER”, or “Q”

PHCB-L8-480 Power-hook cord, special configuration plug cap and “PF-
105” loop attached (use with “UPH-35-L8-480-WH” or
“UPH-36-L8-480-WH” on 480 volt units only); all fixtures
except “ER” or “Q”

Mounting
Q Quick disconnect power hanger for pendant and thru-way

wiring; all fixtures except “-CDP”, “PHCB”, “PF”, “ER”
N Non-disconnect, pendant and thru-way wiring
N Remote ballast mounting bracket and outlet box enclosure for

attachment to wall or ceiling

Mounting and Wiring

HFW Holoflex® flexible wiring system  - Not available in Canada

Protected Starter
PS HPS protected starter (see HL-838). 

Relamp Door
R1 Plastic Relamp Plate. Available with D, J, M and R Optic styles.
R2 Plastic Relamp Plate. Available with A and E Optic styles. 
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Options

Holoflex® wiring
A modular single or three phase wiring system that
provides flexibility in layout, quick installation and
lower installed cost

57mm
(2.25”)

LP PF-129

73mm
(2.88”)

67mm
(2.63”)

71mm
(2.78”)

92mm
(3.62”)

45mm
(1.75”)

HK

PF-116 PF-122 PF-291



Safety Cable
C Hidden safety cable for optical assembly.
C3 3’ of safety chain
C6 6’ of safety chain
C1 10’ of safety chain

Safety Chain
09160-X Safety chain for BL2A, BL2B, BL2C, and BL2D.  Insert length

of chain in feet for X.  .914m (3’) is standard length. 

Standby Lighting
EM Standby lighting fixture uses a D.C. 250W max. bayonet base,

tungsten halogen lamp (included) to provide standby lighting.
Includes internal relay to switch quartz lamp when temporary
power failure extinguishes HID lamp. 

ER Emergency lighting fixture less relay for use with a 120 volt
external power source to operate a D.C. 250W max. bayonet
tungsten halogen lamp (included) to provide emergency lighting.

Wire Guards
WGD Wire guard door

Ballast Cover

BL2A-CO Decorative ballast cover for BL2A units only.

Claws

IL-Arch-X Arch decorative claw for large Illuminaire. Not available
with Quad. “X” must be replaced with a Finish designator

IL-Victorian-X Victorian decorative claw for large Illuminaire. Not available
with Quad.“X” must be replaced with a Finish designator

IL-Traditional-X Traditional decorative claw for large Illuminaire. Not available
with Quad.“X” must be replaced with a Finish designator

IL-Wrought-X Wrought decorative claw for large Illuminaire. Not available
with Quad.“X” must be replaced with a Finish designator

CI-Arch-X Arch decorative claw for compact Illuminaire. 
“X” must be replaced with a Finish designator

CI-Victorian-X Victorian decorative claw for compact Illuminaire. 
“X” must be replaced with a Finish designator

CI-Traditional-X Traditional decorative claw for compact Illuminaire. 
“X” must be replaced with a Finish designator

CI-Wrought-X Wrought decorative claw for compact Illuminaire. 
“X” must be replaced with a Finish designator

Fusing
F1 Single fuse assembly for 120, 240, 277, or 347 volt
F2 Double fuse assembly for 208, 240, or 480 volt 

Hooks
See photos on page 58
LOOP456 Loop, DN20NPT (.75”) male
PF-116-A Loop, DN20NPT (.75”) female
HOOK455 Safety hook, DN20NPT (.75”) male
PF-122-A Safety hook, DN20NPT (.75”) female
PF-129-A Anti-rotational hook, DN20NPT (.75”) male
PF-396-ACC Safety hook
PF-347-ACC Safety loop
PF-291-A Universal gasketed hook assembly 3/4” male

UPH-35-XXX-WH Thru-way power-hook (order “PHCB” with fixture); 
all fixtures except “MT”, “ER”, or “Q”.  

UPH-35-L8-480-WH Thru-way power-hook (order “PHCB-L8-480” 
with fixture); all fixtures except “ER” or “Q”

UPH-36-XXX-WH Pendant power-hook (order “PHCB” with fixture); 
all fixtures except  “MT”, “ER”,  or “Q”. 

UPH-36-L8-480-WH Pendant power-hook (order “PHCB-L8-480” 
with fixture); all fixtures except “ER” or “Q”

Lamp
LAMP Appropriate HID lamp supplied with fixture

Relamp Plate
09205 Plastic relamp plate for Athena, Mentor, Delphic
09206 Plastic relamp plate for Aurora, Electra
CE Ceiling mounting kit

Safety Chain
CICHAIN3 3’ safety chain
CICHAIN6 6’ safety chain
CICHAIN10 10’ safety chain
ILCHAIN3 3’ safety chain
ILCHAIN6 6’ safety chain
ILCHAIN10 10’ safety chain

Wire Guards
0268 Wire guard for 6584 optics only
0256 Wire guard for 6582, 6585 and 6586 optics only.
09229 Wire guard for 6640 optics only
09230 Wire guard for 6692 optics only
WCGC For BL2B and BL2E with C and H optics and BL2C with

C, H, W or L optics
SMWG Wire guard for “C” optics only
TGWG Wire guard
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Accessories

Thru-way UPH-35 Mounting Detail UPH-35 Pendant UPH-36

88mm (.31”) x 10mm (.38”)
ceiling mounting (2) places

110mm
(4.31”)

DN20NPT (.75”)
threaded entry

22mm (.88”)

(2) wiring access
covers

(2) KO’s for
DN20 (.75”)
conduit

120mm
(4.88”)

130mm
(4.94”)

30mm
(1.06”)

110mm
(4.5”)

Arch Victorian Traditional Wrought
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No. 986, Naucalpan de Juarez, 53000 Edo.
de Mexico

Contact your local Holophane factory sales
representative for application assistance, and
computer-aided design and cost studies. For
information on other Holophane products and
systems, call the Inside Sales Service
Department at 740-345-9631.  In Canada call
905-707-5830 or fax 905-707-5695.

Limited Warranty and Limitation of
Liability  Refer to the Holophane limited 
material warranty and limitation of liability
on this product, which are published in the
“Terms and Conditions” section of the 
current Buyers Guide, and is available from
your local Holophane sales representative.

Visit our web site at www.holophane.com

Luminaires may utilize fluorescent or high intensity discharge sources that contain small
amounts of mercury.  New disposal labeling for these lamps includes the mercury identifier
shown on the right to indicate that the lamp contains mercury and should be disposed of
in accordance with local requirements.

Information sources regarding lamp recycling and disposal are included on the
packaging of most mercury-containing lamps and also can be located at
www.lamprecycle.org.




